42 TENCATE

Caldura

PROPERTIES NP | SL2
Nominal Weight 7.6 osy 7.8 osy
Facecloth Lenzing FR®, Aramid, Mylon and | Lenzing FR®, Aramid, Nylon and
DuPont™Keviar® Filament yam DuPont™Kevlar® Filament yam
Quilt Thread Aramid Aramid
Made in America Yes Yes
THERMAL PROTECTION |
Heat Resistance
NFPA 1971-2007 Pass Pass
Thermal Protective Performance (TPP)
TPP with Advance™, Crosstech® Tupe 2c 41-43 37-38
NFPA 1871-2007
Vertical Flammability <15in <iBin
Char length 10i 10i
Char length after 5 launderings < < lam
<05 sec <05 sec
After Flame
Thermal Shrinkage .
) . <15% <15%
500°F aL b minutes <10% <10%

Alter 5 launderings

FABRIC STRENGTH
Trapezoidal Tear Strength

Initial 55 Ibs x 50 Ibs 70 Ibs x GO Ibs

Alter 5 launderings 50 Ibs x 55 Ibs 65 Ibs x 55 Ibs
ASTM D 5587
Laundry Shrinkage

Adter 5 launderings <5.0% x<50% <50% x<5.0%
AATCC 136
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